
Slip-On Line (Edelstahl)

Produkt-Code: M-FI/SS/1H/1

Mit einem zusätzlichen Slip-On aus Edelstahl wird der Abarth noch schneller, spricht er noch
direkter an. Außerdem geben Sie ihm so einen noch markanteren Look und jenen
unverwechselbaren, sportiven Akrapovic-Sound. Geben Sie der Optik den letzten Schliff mit
einem Set exquisiter 115-mm-Endrohre aus Titan oder Carbonfasern.

TECH. DATEN EINHEIT ORIGINAL AKRAPOVIČ MAX. WERTE

Maximale Leistung kW 130.1 bei 4750 rpm 131.1 bei 4950 rpm + 2.2 bei 4950 rpm

PS (m) 176.8 bei 4750 rpm 178.2 bei 4950 rpm + 3 bei 4950 rpm

PS (i) 174.4 bei 4750 rpm 175.8 bei 4950 rpm + 3 bei 4950 rpm

Maximales Drehmoment Nm 287.3 bei 3850 rpm 288.1 bei 3750 rpm + 4 bei 4300 rpm

lb-ft 211.9 bei 3850 rpm 212.5 bei 3750 rpm + 3 bei 4300 rpm

Gewicht kg 13.2 10.3 - 2.9

lb 29.1 22.6 - 6.5

Obligatorische Teile
Produkt-Code: Tail pipe set (Titanium)

Produkt name: TP-T/S/2

Produkt-Code: Tail pipe set (Carbon)

Produkt name: TP-CS/1
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No. SalesCode Description Qty.
1 M-FI/SS/1H/1 slip-on 1
2 TP-T/S/2 tail pipe set TI 1
3 TP-CS/1 tail pipe set CA 1
4 M-FI/SS/2H/1 muffler 1
5 CO-FI/SS/1 collector SS 1
6 L-FI/SS/2 link pipe SS 1
7 P-R39 clamp SS 3
8 P-R55/A clamp SS Abarth 1
9 P-HF113 copper paste 1
10 TP-CS/3 tail pipe CA 1
11 P-R64 clamp SS 2
12 TP-CS/2 tail pipe CA 1
13 TP-T/S/6 tail pipe TI 1
14 TP-T/S/7 tail pipe TI 1


